






































































































Step 2: 
the perfect 
finish

ACCESSORIES FOR YOUR WOOD FLOOR
PAINTABLE SKIRTINGS

Next to our perfectly matching accessories, we also offer white and paintable skirtings. So you can paint your skirtings in a colour that suits  
your style, in the same colour as your walls, or simply leave it classic white. 

Paintable scotia
QSSCOTPAINT
2400 x 17 x 17 mm

Paintable scotia that can be left white as well. Easy to install with One4All Glue. Not suitable for damp 
rooms - check out our range of waterproof skirtings.

Paintable wood skirting
QSWPPSKRPAINT
2400 x 16 x 80 mm

Paintable skirting with space to hide cables. Easy to install with One4All Glue or Track. Not suitable 
for damp rooms - check out our range of waterproof skirtings.

Paintable cover skirting
QSISKRCOVER
2400 x 16 x 129 mm

Paintable skirting to put over an existing one - ideal for renovations. Adjustable to 4 heights between 
68 and 129 mm. Can be left white as well. Easy to install with One4All Glue. Not suitable for damp 
rooms - check out our range of waterproof skirtings.

Paintable ovolo skirting                                                                                                                 
QSISKRWHITE
2400 x 16 x 160 mm

Paintable skirting that can be used in two shapes for 
more decorative freedom. Adjustable to 5 heights 
between 25 and 134 mm - use the supplied Incizo 
knife. Can be left white as well. Easy to install with 
One4All Glue. Not suitable for damp rooms - check 
out our range of waterproof skirtings. SHAPE 1 SHAPE 2

Paintable ogee skirting
QSISKROGEE
2400 x 16 x 160 mm

Paintable skirting that can be used in two shapes to 
add a specific character to your interior. Adjustable to 
4 heights between 20 and 140 mm - use the supplied 
Incizo knife. Can be left white as well. Easy to install 
with One4All Glue. Not suitable for damp rooms - 
check out our range of waterproof skirtings. SHAPE 1 SHAPE 2

Paintable small skirting
QSPSKR4PAINT
2400 x 14 x 40 mm

Paintable skirting that can be left white as well. Also available in a flexible version (QSFLEXSKR) to 
finish your entire space in the same style. Easy to install with One4All Glue. Not suitable for damp 
rooms - check out our range of waterproof skirtings.

WATERPROOF PAINTABLE SKIRTINGS

Waterproof paintable 
scotia
QSHSCOT19PAINT
2400 x 19 x 19 mm

Paintable, 100%-recyclable polystyrene scotia that can be left white as well. Use the Foamstrip and 
Hydrokit for a waterproof finish in damp rooms. Easy to install with One4All Glue.

Waterproof paintable 
skirting - large
QSHSK80PAINT
2400 x 15 x 80 mm

Large, paintable, 100%-recyclable polystyrene skirting that can be left white as well. Use the 
Foamstrip and Hydrokit for a waterproof finish in damp rooms. Easy to install with One4All Glue.

Waterproof paintable 
flexible skirting
QSFLEXSKR
7000 x 14 x 40 mm

Flexible, paintable skirting made of foamed PVC that can be cut to your desired length. Ideal to finish 
pillars or curved walls. Use the Foamstrip and Hydrokit for a waterproof finish in damp rooms. Easy to 
install with contact glue.
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Step 2: 
the perfect 
finish

The Incizo pro�le is a versatile 5-in-1 

patented �nishing tool designed to perfectly 

complement your �ooring with matching 

colours. This solution can also be used to 

match the look of your stairs.

ACCESSORIES FOR YOUR WOOD FLOOR

COLOUR-MATCHED PROFILES

Incizo profile
QSWINCP(-)
2150 x 54 x 17 mm

Multifunctional and patented finishing tool to finish your floor and 
stairs in matching colours. Simply cut the Incizo basic profile to the 
desired shape with the supplied Incizo knife. 
Contains 1 Incizo profile, 1 Incizo knife and 1 plastic rail.

APPLICATION 1

Connect two floors of different heights.

  

APPLICATION 2

Connect two floors of the same height.

  

APPLICATION 3 

Finish your floor along walls or windows.

  

APPLICATION 4

Create a nice transition between your wood 
floor and other flooring types.

  

Incizo aluminium subprofile for stairs
NEWINCPBASE(-)
2150 x 70 x 18.5 mm

The Incizo profile also allows you to finish your stairs and steps in 
the flooring design of your choice. For this application, you need 
the Incizo profile and an aluminium subprofile. Subprofile to be 
ordered separately.

APPLICATION 5

Finish your stairs and steps.

  

FINISHING TOOLS

Coloured kit

QSKIT(-)
310 ml

This elastic, acrylic-based paste is the ideal solution to fill joints 
between skirtings and walls. Available in matching colours. 
Average usage: 1 tube for 15 m.

Pipe covers
QSPCINOX18/QSPCINOX22
2 pcs/pack

Stainless steel covers to nicely finish pipes and heating elements. 
Available in inside diameter sizes 18 and 22 mm. Do not glue the 
covers to the floor, but install them floating.
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FINISHING TOOLS

Follow the steps to create a complete room that�s ready to take on the splashes and spills of daily life, from giving your pet a well-needed 
bath, to the mess from an over-enthusiastic helper in the kitchen!Step 2: 

the perfect 
finish

STEP 1	

Install your underlay
Choose the underlay that�s most suitable for 
your project on page 97.

STEP 3	

Add Foamstrip
Install a Foamstrip between the wall and 
your �oor.

		  STEP 2

Install your  
waterproof floor

Provide an expansion joint 
 (8 to 12 mm) between 

walls and �oor.

		  STEP 4

Add Hydrokit
Apply the Hydrokit on top 

of the Foamstrip.

STEP 5

Install your 
colour-matched skirting
Place the water resistant skirtings and wrap up. 

Time to enjoy your 
brand-new floor!

NEFOAMSTRIP20
20000 x Ø 10 mm

QSKITTRANSP
310 ml

ACCESSORIES FOR YOUR WOOD FLOOR

CASC5106
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Waterproof wood floors

CALA
CASCADA

AMATO
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Step 3: 
worry-free 
maintenance

Quick-Step cleaning products give you 

e�cient, fast cleaning that�s ecologically 

sound and won�t damage your �ooring. 

ACCESSORIES FOR YOUR WOOD FLOOR

CLEANING

Cleaning product
QSCLEANECO1000
QSCLEANECO2000
1 L
2 L

Specially developed for Quick-Step floors, our biodegradable 
Floor cleaner thoroughly cleanses your flooring and protects the 
surface, keeping it looking like new. What�s more, it�s a sustainable 
choice so you�ll be doing your bit for the environment as well as 
protecting your floors.

Spot cleaner 
QSSPOTCLEAN
250 ml

Our spot cleaner has been expertly developed for Quick-Step 
floors. Use our Spot cleaner to remove even the most persistent 
stains such as permanent marker, paint or red wine, as well as 
kitchen spills, and more.

Cleaning kit
QSSPRAYKIT 

Mop holder with refillable water tank and handy lever to easily 
moisten and mop your floor. Also includes a washable microfibre 
mop and 1 L of Quick-Step Cleaning product. A sustainable choice 
to clean your floor. 

Cleaning mop 
QSSPRAYMOP

Microfibre mop washable up to 60 °C.
Compatible with the Quick-Step Cleaning kit.

REPAIR

Repair kit
QSREPAIR

Kit to easily repair light damage and recreate the original colour on 
your floor. Find detailed instructions at quickstep.com.

FOR OILED FLOORS ONLY

Oil care
QSWOILCLEAN
1 L

Protects your oiled wood floor by preventing it from drying out and 
losing its gloss.

Maintenance oil
QSWMAINTOILN / QSWMAINTOILW
1 L

Transparent/white oil that protects the matt finish of your oiled 
wood floor and repairs minor damage. Use once a year (or more 
depending on the wear of your floor). Average usage: 1 L for 75 m�. 
Consult your dealer to pick the right maintenance oil for your floor.
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1. What�s the difference between a �oating and  
glued-down installation? 

Quick-Step wood �oors can be installed in two ways:  

glued-down or �oating. For glued-down installation, we 

recommend Quick-Step wood Glue, which has been 

speci�cally developed for use on Quick-Step wood �oors. 

A �oating installation requires no glue, but the use of a  

Quick-Step underlay. In combination with under�oor heating, 

a glued-down installation works best, whereas a �oating 

installation is easier to achieve. The choice is yours! 

2. Can I have a wood �oor in combination with 
under�oor heating/cooling?

Yes, you can! Under�oor heating contributes to the warm 

feeling of a wood �oor, but if you live in a warmer climate, a 

wood �oor can also be used with under�oor cooling. If you�re 

installing under�oor heating/cooling, a glued-down �oor will 

give you the best results in terms of heating e�ciency. Going 

for a �oating installation? You�ll have to use a Quick-Step Silent 

Walk underlay. This underlay ensures optimal heat �ow from 

your under�oor heating/cooling that rises to the surface. 

Check out our special �Floor Heating Installation Instructions� 

on our website for further detailed guidelines. 

3. Do I really need expansion joints? 

It�s important to have the necessary expansion joints along 

all walls and �xed obstacles to ensure that your �oor has 

enough room to expand or contract according to changes 

in humidity. If the room is more or less square and if there 

aren�t considerable indoor climate changes, you can lay 

a surface of up to 20 m long and 20 m wide without extra 

expansion joints in the �oor surface. With dimensions greater 

than 20 m or widths of more than 20 m, there should be an 

intermediate expansion joint. For detailed information, check 

the installation instructions on our website.

If you go for a �oating installation, it is also necessary to 

place expansion joints under the doors between rooms to 

separate the rooms. With a glued-down installation, that�s not 

necessary.

4. Should I go for lacquer or oil? 

LACQUER

A coat of lacquer applied to the surface of the wood closes the 

pores. If you opt for extra matt lacquer, your wood �oor will 

have the so� look of oiled wood. Lacquered Quick-Step wood 

has up to seven layers of UV-cured, water-based lacquer. 

That�s how we make maintenance easier for you and protect 

your �oor against wear, scratches and stains.

OIL

Oiling your wood �oor means impregnating it � the oil seeps 

into the pores, protecting the wood from the inside and giving 

it a natural-looking feel. Oiled Quick-Step wood has an extra 

matt and authentic look, and ages beautifully, thanks to the two 

layers of modi�ed oil. Micro-scratches can be easily removed 

with maintenance oil, plus our �oors are easy to maintain. But 

watch out � dirt and stains can penetrate oiled wood if not 

properly maintained. And it sustains scratches more easily 

than lacquered wood. That�s why you should always give your 

wood �oor the maintenance it deserves.

5. In which direction should I install my �oor? 

GUIDED BY THE LIGHT

The direction in which you lay your �oor will have a huge 

impact on the overall appearance of a room. As a general rule, 

you should lay your �oor in the same direction as the main light 

source in a room and in line with the most frequently used 

entrance. If there are several doors and windows, then opt for 

the direction that�s the easiest to install in.

IN NARROW ROOMS

In a narrow room, why not lay your �oor parallel to the shortest 

wall? Planks laid widthwise will make a surface appear wider, 

avoiding a boxed-in feeling. To enhance this further, avoid 

dark colours for your �oor or walls, as these will make the room 

seem even narrower.

IN SMALL ROOMS 	 

If you�re laying your �oor in a small room, you�ll want to add a 

sense of depth. Make a room seem larger by installing your 

�oor lengthwise. Want to increase the effect of the lengthwise 

installation even further? Then combine a light-coloured �oor 

with darker walls, which will add even more depth to your 

room.

We’ve got the answers 
to all your questions

AMT6029
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8. How do I install a wood �oor?

You or your professional installer can install Quick-Step wood 

in two ways: �oating or glued-down. The choice is yours! 

Whatever you choose, thanks to our Uniclic (Multi�t) system, 

quick installation is guaranteed. When using under�oor 

heating/cooling, we advise a glued-down option for optimal 

heat �ow.

To �nish off, add some style with skirtings and pro�les that 

match the colour of your �oor. Or how about paintable 

skirtings? Browse through our accessories on page 99.

MASTER INSTALLERS AT YOUR SERVICE

Opt for professional installation by an accredited Quick-Step 

Master Installer, or go to your retailer for detailed help about 

your project. Master installers are trained at the Quick-Step 

Academy, the most exclusive training centre in the �ooring 

industry.

�   �Get the best end result with expert underlay selection and 

sub�oor preparation.

�   �Make your �oor stand out with advice on the correct 

installation direction.

�   �Enjoy a perfect �nish: meticulously �tted skirtings, pro�les 

and staircases.

�   Expert quality at the right price.

�   A lifetime warranty* a�er registration of the installation.

If there�s no master installer in your area, stop by your local 

retailer for questions about installation.

   * The lifetime warranty lasts as long as the product warranty.

More info on quickstep.com

6. In which rooms can I install a wood �oor?

The Quick-Step Cala, Cascada and Amato collections are 

suitable for all rooms � even your bathroom and kitchen, 

thanks to our waterproof technology. In rooms that are 

not exposed to water, any of our other collections can 

be installed. Because our wood is pretreated with oil or 

lacquer, it will look like new for years to come.

7. What plank size should I use for my �oor?

A simple rule is to use a large format for large rooms, which 

will emphasise the space. For small or irregularly shaped 

rooms, narrow formats will match the proportions of the 

room better.

Do you want to make the most of a smaller room? The 

herringbone pattern, a timeless and contemporary choice 

for any home, can work wonders in small spaces. Its unique 

design creates the illusion of more space, making it a stylish 

and practical option for �ooring.
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